


TERMINAL BLOCKS & ACCESSORIES

A [ ¢
e Easy Mounting and Connection e Compact, space saving
e Reliable Connection Every Time - e B e Tubular screw clamp
¢ Up to 63A = 2 ¥ » e Free float or panel mount
e Feed-through Flat Base (300V) ® a8 ’ ” e Temperature range: -40°C (-40°F)
e Feed Through Standoff Feet (600V) = t0 600°C (1112°F)
e Pluggable Version e Standard color: white o
e Various Accessories = * Material: )y
Housing: Steatite
@“ € Clamp: Brass

Screws: Zinc plated steel

@ R €

gnized Ferrules

ed Wire Ferrules

d Wire Ferrules

e Ferrules on Reel or Belt

y Standard Wire Ferrules
andard Wire Ferrules

stry Standard Wire Ferrules
ire Ferrules

s Assortment Box



PCB TERMINAL BLOCKS
Broad Selection and Styles

e Metric (mm) and US (inch) pin spacing
(3.50mm to 10.16mm)

e Horizontal/ vertical Plugs and headers

Screw flange versions

Double Level Headers

Phoenix Contact compatible

Custom Imprints

e Metric (mm) and US (inch) pin spacing
(3.50mm to 20.32mm)
e Single, Double and Triple Level versions
e Various clamp styles
(Wire protection & Cage Clamp)
e Vertical, horizontal types
e Modular configuration for faster availability
Angled versions (35° and 45° wire entry)
Various colors available
Custom imprints

For a FREE Demo Kit
visit altechcorp.com/PCBs

Fixed Push-in PCB Terminals Tension Spring Terminals

® 2.50/2.54/3.50/3.81/5.00/ ® 2.50/2.54/5.00/5.08/750/
5.08mm pin spacing 10.00mm pin spacing

e 2A/ 6A/ 10A current rating * 4A /6A / 15A / 16A current rating

* 150V/ 300V s e 150V / 300V

e Vertical/ horizontal ® Lever version

® Lever version * Double level

PCB PowerTerminals Push-in Push-in Plugs
e 5.00/7.50/ 11.50mm pin spacing e 3.50/3.81/5.00/5.08mm
® 20A / 35A current rating pin spacing
e 300V ¢ 10A current rating
e Vertical/ horizontal * 300V
e Screw flange
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INDUSTRIAL ENCLOSURES

GEOS =

Q?@TECT/O/I/
UV and weather resistant @ c us

Corrosion resistant 3 TYPE X
Temperature resistant -35° to 80°C
High impact resistance - IK 09

¢ 5 sizes - up to 15.75 x 19.69 x 8.9 in.
e Gray or Transparent cover

) e 2 different depths
Modular component mounting system

Lightweight
Easily machined
Multiple mounting and closure options

\l

v

il 1

) 4 1\’l

1 Partition walls \ ”
Drain Protect seal system 2 Universally usable for plates and rails o |
Air ventilation element option 3 Different installation heights |

High protection rating IP67 4 Subsequent insertion of modules
Insulated protection 5 Mounting brackets, no tools needed

e Patent No.
W0 2015/063057 A1

DESIGN
AWARD

A K m A
\ /\4
Accessories available

LT i The Unique AKIIl Enclosure with
Patented Air Ventilation System

* Prevention of condensate water while preserving the
high protection class IP65
e High air exchange rate
o @ ys ° 100% pressure compensation <ROIECTIO,
® Foreign object protection e Maintenance-free

E254144
UL TYPE 3R, 12, 12K

Wide Range of Features:

Integrated air ventilation

Top/bottom interchangeable flange endwalls
Height-adjustable mounting rail

150 mm rail spacing

Optimized hinged window e Combinable
Multiple installation options

DLG focus test: Ammonia resistance

Indoor and outdoor installation

Free of halogen, PVC and silicone

Enclosure Size Range:

124 x11.8 x 6.1 into 12.4 x 29.5 x 6.1 in
Knockouts Sizes:

M40/50 - M20/25 - M20 - M20/25 -M32/40
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INDUSTRIAL ENCLOSURES
. | W), €

* 18 different enclosures with up to 3 different cover heights
* [P66 (UL Type 4X)
e Polystyrene or Polycarbonate

HF - EMC §

e Gray or tinted transparent covers pR——
]

e Smooth sidewalls or sidewalls with knockouts

e Knockout mounting holes in enclosure base

¢ Tongue and groove with polyurethane gasket (CFC free)
¢ Non flammable and halogen free

50 x 52 x 35 to 360 x 254 x 165 mm
1.97x2.05x 1.38 t0 14.2x 10.0 x 6.50 in

® 16 sizes available
e [P67 (UL Type 4X)
¢ ABS or Polycarbonate

SrATAT | e Gray or transparent covers

Loty ! * Smooth sidewalls

Ly * Integral cover retainers
¢ Flame resistant and halogen free
¢ Recessed cover for labels or membrane keypads

84 x 82 x55t0302x 232 x 110 mm
3.31x3.23x2.17t0 11.89x9.13x 4.33in

Dust and\\\
, moisture )
e Direct mount

* Corrosion and maintenance free i
* Polycarbonate base and cover /r”f b
* Polycarbonate transparent doors o E——
* Integral seals 4 .

e High mechanical strength

e Halogen free
e Up to IP65 protection

100 x 150 x 96 to 900 x 300 x 142 mm
3.94x5.91x3.78t0 35.43 x 11.81 x 5.59 in

{/\\" y 75x75x42t0 199 x 149 x 70 mm
Ideal for ; | 2.95x 2.95x 1.65107.83 x 5.87 x 3.03 in
harsh 0
) environments ; 1 f HP SERIES
' ¢ Direct mount
L e Semi rigid polypropylene

( a L * Dust and splash proof
ABOX-i SERIES § = B - pessr e Contact labyrinth seal
¢ Direct mount ’ e Temperature range up to 100°C (212°F)
¢ Glass reinforced Polycarbonate y ¢ |P54 protection ® Non-flammable e Low halogen
¢ P65 protection e Integral seal ' e Universal entry seals e Standard rear knockouts
¢ High temperature resistance 120°C (248°F) ¢ Drainage inlets
¢ Corrosion and maintenance free
e Halogen free ® High chemical resistance
e UV fade resistance for optimal outdoor use 80 x 80 x 52 to 250 x 250 x 115 mm
e |deal for installations in high risk fire areas 3.15x3.15x2.05t0 9.84 x 9.84 x 4.53 in
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INDUSTRIAL ENCLOSURES

e Cast aluminum ) & corrosion

e 24 enclosure sizes
e Exterior of the enclosure is protected by powder coating

(silver-gray - RAL 7001)
¢ |P66 protection
e High degree of resistance to chemicals and

other damaging materials .
e Protection against electromagnetic interference (EMI) £

50 x 45 x 30 to 388 x 270 x 117 mm f
1.97x 1.77x 1.18 t0 15.28 x 10.63 x 4.61 in -
® 6 types :

e Modern design and shape that allow for optimum
use of installation space

¢ |P65 protection ‘ ‘

e 2 to 4 high grade self taping screws secure the lid

e Tongue and groove sealing system with L : = ol
polyurethane gasket w B

e Made from non-flammable Polystyrene SHLGILICTE

Protect

/COmponents ’

130 x 94 x 80 to 361 x 254 x 110 mm
5.12x3.70x 3.15t0 14.21 x 10.0 x 4.33 in

80 x 80 x 52 to 250 x 250 x 115 mm
3.15x3.15x 2.05 t0 9.84 x 9.84 x 4.53 in

oot
Y exterior

y walls

AKL SERIES

¢ Knockout patterns are on the inside,
with identical tops and bottoms.
e Up to IP65 protection

EK SER'ES e Corrosion and maintenance free

e Direct mount ® Polystyrene or Polycarbonate base

¢ Small to medium size and cover
e Polycarbonate base and cover : Polycarbonate t.ransparenft doors
¢ Integral seals Integral seals ® Halogen free

« Dust and moisture proof * High mechanical strength
¢ |P65 protection (UL Type 4X)

¢ High mechanical strength

¢ Corrosion and maintenance free
¢ Halogen free

150 x 300 x 132 to 600 x 300 x 210 mm
5.91x 11.81 x 5.20 to 23.62 x 11.81 x 8.27 in

PB SERIES Find your enclosure @

* |P66

e Universal fit for 22.5 mm diameter push buttons

e Compatible with the EK and TK Enclosure Series

¢ Metric knockout sidewalls

¢ Black cover screws are standard with all models

e UV, weather and impact resistant

e Modern, rugged enclosures made of glass fiber
reinforced Polycarbonate

94 x 94 x 81 to 180 x 94 x 81 mm
3.70x3.70x3.19t07.09x 3.70x 3.19in
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STRAIN RELIEFS & DIN ENCLOSURES

e Full line of Liquid Tight Strain Reliefs (Cord Grips) C@US €
e Standard and Industrial Series
e Available in polyamide, nickel-plated brass and stainless steel
e Straight-through, strain relief, bend protection, pull/bend
protection, flat cable, multi-conductor and EMI/RFI functions
e Compatible with almost any type of cable, cord or conductor
e Available in PG, Metric and NPT thread sizes

e Material: Polyamide 6
e Flame retardant according to

DIN 75200 and UL
¢ No halogen € ®/®
e Durable

e Temperature Range: -40 to 120°C,
short term 150°C

¢ Connectors, Seal Rings, 0-Rings,
Mounting Clips

e \arious Sizes Available

* Protect electrical, electronic and electromechanical
devices with any of seven DIN Enclosure series

¢ Up to 144 ready-to-wire terminals, integral PC
Board guides and terminal-to- board connector
options

¢ Fixed and pluggable terminal options

¢ DIN Rail or optional panel mount

¢|n-Rail Bus System

¢ Custom imprints, markings and cut outs available
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PUSH BUTTONS & CONTACTORS

Altech 22 and 30 mm Push Buttons offer ideal cost-effective solutions for control
circuits utilizing both direct and remote management applications. Ease of assembly
has been engineered into the design; the only tool necessary for installation is a screwdriver.

¢ Metallic Push Buttons, Selector Switches and LED Pilot Lights
e Designs include Operators, Pilot Lights, Modular Contact Blocks and Bulb Holders
e Push Button Stations
¢ \Wide range of accessories
e Plastic models available
e | ED Indicating Devices
e Pilot Lights
e Push Button Enclosures
e Custom Push
Button Assemblies

Mon\\

of E-Stops &
4 \\Enclosures,

MOTOR CONTACTORS, . ..,
OVERLOAD RELAYS 3 #8® ==
MANUAL MOTOR STARTERS

e Rated for ) . - |
* Single Phase (115 -230V) High Quality at
e Three Phase (200 - 575V) Competitive Prices

e |arge variety of AC and DC Coils

e 3 and 4 pole configurations from 10A to 800A.

e Accessories include overload relays and auxiliary contacts

 Mini contactors come in screw clamp, fast-on, and solder pin types
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SAFETY SWITCHES & SUSPENSION SYSTEMS

¢ Monitors the position of hard guarding doors, gates & panels e For locking hard guarding doors, gates & panels
e Plastic and metal switch bodies in a variety of sizes e Plastic and metal switch bodies in two different sizes

e Many different actuation keys available e Many different actuation keys available
e Normally Closed and/or Normally Open Contacts - e Normally Closed and/or Normally Open Contacts
e Switching capacity 240 Volts; 10 AMPS e Switching capacity 240 Volts; 10 AMPS
e B10d up to 2 million cycles e B10d up to 2 million cycles
e Protection Rating IP65 e Protection Rating IP65 e

-

o Safety Rating Cat. 4, PLe, SIL CL3; standalone or in series * Monitors the position of hard guarding doors, il
¢ Plug and play M12 connector installation gates & panels x|
e PNP or DCD diagnostics e Easy to install and tamper proof

e Common, High or Unique Coding ¢ No alignment or re-alignment necessary

e 13mm sensing distance e Actuator free with no mechanical deterioration
e Local reset available e Reliable operation - B10d up to 2 million cycles
¢ Protection Rating IP69 ¢ Up to 4NC/2NO contacts per switch
e Protection Rating IP67

¢ Huge range of housing & actuation types
e Switch bodies in plastic or metal

e Normally Closed Positively Opening Contacts
© B10d up to 20 million cycles

e Switching Capacity 240 Volts; 10 AMPS
e Protection Rating IP65

Suspension
Systems

* Modular Design
e Aluminum and Steel
Constructions

A
Safety Rope Pull Switches ‘r e

¢ Plastic and Metal switch bodies
* Quick Fix safety rope mounting system == %" e|ight Duty (up to 99 Ibs.)
¢ Built in reset /emergency stop button o a' e Medium Duty (up to 275 Ibs.)

| rovoeee »

¢ Clearly visible rope tension indication e Heavy Duty (up to 330 Ibs)
e Switching Capacity 240 Volts; 10 AMPS e Special Stainless
¢ Protection Rating IP67 Steel Tubing
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DC POWER SOLUTIONS

¢ DIN Rail mount e Qvervoltage Protection

e | arge variety e Qverload Protection

¢ Wide Power Range (10W-960W) e Over-temperature Protection
e \Wide Adjustment Range e Cooling by free air convection
¢ Rugged for Industrial Use e UL 508 Listed and/or

* High Efficiency e UL 60950-1 recognized

e |ightweight and compact Design e Worldwide approvals

e Short circuit Protection ¢ 3 year warranty

)\ (A )

B AKKUTEC

R
'S

i
Capacitor

" DC-UPS

)‘ﬂnﬂw £

/" CHARGER oy’
CHARGH .

A € © (s W, € O

Epre

All-In-One DC-UPS Ultra Capacitor DC-UPS
* Power supply, battery charger, battery care ® Environmentally safe
module and backup module in one device ¢ No toxic chemicals
¢ Three charging modes ¢ Virtually maintenance free
¢ Available in 12VDC, 24VDC and 48VDC e Operating temperature range -40°C to +65°C
e Adjustable charging current up to 35A e Higher energy vs. electrolytic capacitors
¢ Easy battery diagnosis and fault identification ® 12, 24V or 48V DC system design
either by LED or external devices e AKKUTEC - Battery Back-Up
connected to fault e Up to 10,000 Ws energy plus extension modules
¢ High efficiency up to 91% via ¢ Customized systems up to 600A available
switching technology ¢ Resists shock and vibration
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RELAYS & TIMERS

W. @ C€

e Feature forced-guided contacts

¢ Broadest line of Safety Relays that meet the
ASME requirements

e Relays meet 2006/42/EC requirements

e [EC / EN 60204, IEC/EN 62061 and DIN/VDE 0113

¢ Available from 2-8 contacts, 6-10A, 5-220V DC coils

e Applications include emergency stop, two-hand
safety, railroad signaling and elevator/escalators.

R &«

e Industrial Electromagnetic Relays

e Miniature Electromagnetic Relays

e Slimline Interface Relays

e Sub-miniature Electromagnetic and
Solid State Modules

¢ Relays for Photovoltaic

e Relay Socket Combination

e Accessories

e Electronic modules and carriers.
e DIN mountable module

¢ Connector to terminal blocks

¢ Relay Modules & Safety Relay Modules
¢ Diode Modules

e Component Carrier Modules

R €

e Only 6.2mm thick

¢ Slim DIN Rail mountable interface solution

e Modules have a plug in construction

¢ |/0 opto Carriers e Modules available with solid state or

¢ Custom Designed Modules for any size order mechanical relay

e Quick Delivery e Built in LED indicates the relay energizing state
* The relay features a SPDT configuration

cTus C@US € and a maximum switching current of 6A

- e Coil voltages from 5VAC/DC up to 230V AC/DC

@ @ * Pluggable jumpers available

[afag
iso ssey

¢ Single, Two and Three Phases
e Solid State Relays for Motor Control
e 1ms on and off times
¢ 100kA UL SCCR approved
e Produce less electrical interference
e Construction designed to increase lifetime
* Runs silently e Vibration proof 7 I~ i
¢ P20 Touch Protection e Heatsinks | g,}
* Phase Angle Controllers |
¢ DC Solid §tate Relays Digital Timers
e Accessories
Smart Relays « Universal Digital Multi-Timer
e Supports up to 48 1/0s e Universal Voltage 24~265 V AC/ DC
(32 digital inputs & 16 digital outputs) ¢ Wide Time Range: 0.1s ~ 99%h
e DST Feature Available 3 Digit LCD Display for Preset Time
e Backlit LCD Screen for display & modification of and Run Time
pre-selected parameters of functional blocks, viewing * DIN Rail Mounted
|/0 status and programming on the device * 17.5mm Width G@US €
e PC software for programming, online & offline ¢ 8A Relay Output
simulation, documentation & printing * Universal Multi-Timer
e Designed for use in automation for ® Programmable Panel-Mount
commercial & Industrial sectors Digital Multi-Timer
¢ Modbus Communication e Digital Time Switch
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METERS & SENSORS ="

Multi Function Meters
Ampere Meters
Voltage Meters
Frequency Meter
Power Factor Meter
Disconnect and Test

Terminal Block ¢ Adjustable Temperature Control

¢ \Vide Adjustment Range
¢ (Color Coded Dial

(Red: Heating, Blue: Cooling)
¢ DIN Rail Mountable

(€W

c us
E358385

Temperature Controllers
Earth Leakage Relays
Voltage Protection Relays
Current Protection Relays

Process Indicators
riety —
) of Inductive L

Timers
, ¢ High Sensitivity
Proximity Sensors

/ are also available. C € ° CUS.’fom Sizes |
A e Various Control Options

Tunnel Sensors

Sensors

.
A £ = B

Inductive Proximity Sensors

Cylindrical, Limit, Block and Ring Sensors
Standard and analog models
Standard and extended sensing distance

e Flat Pack Sensors
TR ¢ High Sensitivity
e \Metal Detection & Localization
e (Custom Dimensions and Solutions

2

Sensitivity as low as 0.15mm steel ball
Mini, Normal, Analog, High and Ultra High
sensitivity ring models

Modular flat packs for conveyor belt sensing
Unique metal separation systems available

Ring Sensors

e Various Sizes
¢ Various Diameters
¢ High Sensitivity

¢ Ultra High Sensitivity

.

W
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Internationally approved Foot Switches for use in demanding
industrial applications. Due to the sturdy design of the die cast
aluminum housing, the foot switch is an exceptional value for
harsh environments. They can be easily customized with name-
plates, imprints, cord sets, connectors and strain reliefs.

)/C'us—to;\ization <

) is available
\

e Available in 1, 2 and 3 pedal designs

e Robust and slip resistant

¢ High quality materials, such as Aluminum
cast alloy and reinforced polyamide

e Environmental protection level up to IPX8 per
IEC/EN 60529

e Easily cleaned and hygienic

e Ergonomic design with intuitive actuation

e Custom colors and markings
are available

Pin & Sleeve Devices
/ Receptacles g

e| arge selection

¢|EC 60309 certified power plugs and connectors.

eElectrical rating up to 30A/600V AC

¢|EC styles up to 125A/690V AC

eDesigns include plugs, receptacles, inlets and
connectors

eSplash proof and watertight versions

eExceptional anti-tracking properties

eDesigned for industrial use
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e Exceptional wire protection

e Non-slip interlocking covers

e High impact, rigid PVC construction

e Unslotted, standard slotted or thin
slotted models

e Sizes range from 1x1.5 in. to 5x3 in.

¢ Noryl material also available

 Grey, white, blue and black available

@é e Covers shipped complete with wire duct

Size range of 0.64 mm to 4 mm
Clamp-type test probes
Alligator clips e Test probes @

Oscilloscope e Measuring leads
Plugs e Sockets e Sets

e Compatible for terminal block markers and wire markers such as Altech Corp,
Allen Bradley, Connectwell, Conta Clip, Entrelec, Weidmueller, Phoenix Contact,
PTR, Wieland, Wago, Murrplastik, Partex, SES, Sterling, etc.

e Engravers for plastic signs, legend plates, inlays, etc.

e Plotter pens (0.18 - 1.00 mm)

e Ink for plastic material and general use

e Pen cleaners, Fixtures, Software b

Service and repair available from Altech <ROTECTIo,

Tower Lights

e Sleek & Stackable Design
SMD LED Technology
Uniform & Bright lllumination
Continuous, Flashing and Rotary

custom Assemblies i Integrated LED Light Modules
) Flexibility to upgrade from

Application Assistance D) Single LED Unit to multiple LED

Modify a standard product e Optional features

Help define a new product
Engineering Capability

Use of latest CAD system

PCB layouts completed promptly

Prototypes available two weeks after

PCB layout approval

Minimum Quantities
25 piece minimum for custom quotes
Quotation provided at no cost
Altech Benefits
Fast turnaround due to in-house capability
Highly competitive in-house manufacturing
Use of Altech components (blocks, extrusions, connectors)

908.806.9400 - www.altechcorp.com



altechcorp.com
Attech Corp.’ R D —

Altech Search

- Q Home Stock Check Distributors Information News Contact Rep/Distl Login ‘ Altech Mexico
= = New Products and Promotions
Enclosure Finder

The NEW

:"‘“"'.;;ET Hltl!ﬂh ‘j p{\n%i BIE EiEi

—_—

Click here to begin
Product Crossings
eBook Catalog
e Circuit Busbar Contactors, Motor European

Protection & Power Overload £ Disconnect Fuses &
Devices Distribution Relays, Manual Switches Holders
Motor Starters - .

Circuit Protection /Control >

Conneactors >

Enclosures > Pin & Sleeve ece 2 Industrial DIN N Control

I 1 C Devices > 3 & ATEX Enclosures ".- Enclosures and
Fusss > ¥ . Enclosures 1 Suspension

| | ' Systems

Digital Panel Meters

Foot Switches
Interface | Industrial
Interface Modules > S Modules ; elays & Slimline
3 : Relays
Panel Accessories
Power Supplies

Heaters, European i £ 22 &30 mm . Pilot Lights
Filters & Spare Parts s Push Buttons \ & E-Stops
Thermostats % ] & Enclosures

Power Sami-Conductors

PCB Connection Technology >
Programmable Controllers
Push Buttons & Pilot Lights > = DC-UPS & I . Altech / s i Digital

Battery = Smart Relays Panel Meters Timers
e A ol Bl Chargers :

Sansors >

Safety Switches >

Standard Switchos >

s

Altech Corporation

35 Royal Road

Flemington, NJ 08822-6000

P 908.806.9400 e F 908.806.9490
www.altechcorp.com

Altech Corp.® PPLINE01-2019-6K
Printed April 2019






