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DataWorx Request (DWX) 

If you read this month’s TechCorner article, then you’ve already discovered what 
DataWorx is and how effective this data-logging software package can be. You should have 
also seen how easy its setup is on the Server. To complement that article, I’ve decided to 
feature the DWX instruction in this edition of the P3K Instruction Showcase. That way, you’ll see 
that even the PLC programming for DataWorx is fast and pain free. 

In simple terms, the DataWorx Request instruction box is used to send requests from the 
PAC to a DataWorx Modbus TCP Server. With the DWX box, you can perform the four main 
database request tasks. They are; retrieve, add, delete, or update and they function just as their 
names imply. Retrieve will let you pull data from the Server to your PLC for controls needs. Add 
will push data onto the Server from any memory location in your PLC. Update modifies records 
in your database while delete will remove them.  
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 To set up the DWX box, you only need a few pieces of information about your Server, 
six unused tags, and an understanding of what type of database manipulation you want to do. 
Start by filling in the IP information for your P3-550 CPU and Server. Then specify the location 
of your DataWorx Project. This is a .dwx file type and is created by exporting a backup of your 
DataWorx Monitor configuration. Now, choose six tags for the DWX status information such as 
success, timeout, and error. These tags are meant for holding information about the DWX box 
so you can use them in your logic elsewhere. The final two steps are to define which procedure 
to use and choose whether you want to use automatic polling or not. 
 That’s it! With only a few pieces of information, your Database management scheme is 
setup and ready to run. The example below depicts a simple PAC to PC Server configuration. 
When DI-0.1.1.1 is true, the request box will enable and read five values from the Server 
“MyBorg” at 192.1468.16.116. This data will be mapped to their respective P-3000 tags which 
can then be used for control purposes.  
 

 
 

 
 

** For detailed information on P-3000 and DataWorx setup. Please contact me for a demo script 
which will be available on techcorner.quantumautomation.com in the near future. 
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